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ROUND END SECTION ASSEMBLY

Portland cement concrete
curb, 100 mm depth.
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Concrete or asphalt
concrete pavement. \
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PLACEMENT OF GUARDRAIL
AT CURB AND GUTTER LOCATIONS

Portland cement concrete -
or asphalt concrete curb,

100 mm depth. e

Concrete or asphalt
concrete pavement. \
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Aggregate base

PLACEMENT OF GUARDRAIL
AT CURB LOCATIONS
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Splice bolt slot
24 x 30 mm
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Post bolt slot
20 x 65 mm
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FLARED END SECTION

FPost bolt

Reflective sheeting
placed front and rear.
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REFLECTOR TAB

NoOTE:

3.
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6.

Reflector tab
placed on every
fourth post.

ASSEMBLY DETAIL

NO SCALE
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Dimensions not labeled are In millimeters.

Dimensional tolerances not shown or implied
are Intended ta be those consistent with the
proper functioning of the part, Including Its
appearance, and accepted manufacturing
practices

Rounded or flared end sections are acceptable
alternates to buffered end sectlons and type |
end sectlons on terminal sectlons at the tralllng
ends of guardrall runs on the right slde of
multllane roadways and where shown on the
plans on the left side of multllane roadways.

The curb, and curb and gutter shapes shown are
for [llustration only. Actual curb, and curb and
gutter shapes and dimenslons will show on the
plans.

Alternate reflector tab shapes are acceptable.
Furnish hardware In the metric sizes shown.

Equlvalent Imperial sizes may be used when
metric sizes are not available.
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